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T STANDARD 'NR’' GRATE AND
NN FRAME WITH CUT FLANGE.
FOR DETAILS SEE STDS.
MD 374.12 & MD 374.13.
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SUPPORT BEAM "
81"  8lrp”
LEAVE 4“x4" OPENINGS FOR J PLAN " T
SUBGRADE DRAINAGE IF DIRECTED. %" § ANCHOR BOLT. '
L 4 PER FRAME (FOR 5 . | | o kst
TOP OF CURB CURB JOINT WITH !, DETAILS SEE STD. 2 ! 2 .
\ EXPANSION MATERIAL uD 374.127. 7 i
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NO.4 O DEFORMED BARS |-

@ 6" C/C WB,,Z,, 37-91,"
2" COVER
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2-NO. 5 BARS @ 3'5," C/C

CONCRETE MIX NO. 2

SECTION A-A METHOD OF ANCHORING SUPPORT BEAM
NO.4 § DEFORMED BARS @ 4 C/C 2 WAYS IF_ INLET IS CONSTRUCTED OF BRICK
PRECAST INLET HEAD (THIS DETAIL TO BE USED FOR INLET REPAIR ONLY)
NORMAL PAVEMENT SLOPE ,n; [(oly — = = A ]
W8x31 (GALVANIZED) ]
SUPPORT BEAM 5'-5 L,”ML NOTES
LONG FOR DETAILS SEE — = INLET SHALL BE CONSTRUCTED OF REINFORCED
STD. MD 374.13. 7 | o CONCRETE MIX NO.2.
6" BEARING | 17 -10%" 2" ] &z SIZE. TYPE AND DIRECTION OF OUTLET PIPE
-,1, T o =|4 WILL VARY TO SUIT EACH CASE AND THE
5% 4 1% 8% S|&  INVERT WILL BE ALTERED ACCORDINGLY.
£ = BRICK FOR MASONRY TO COMPLY WITH THE
BRICK OR CONCRETE CHANNEL L < LATESTS.H.A. SPECIFICATIONS. LADDER RUNGS
TO SLOPE AT LEAST 2" PER | 4 ' < SHALL BE INSTALLED IN ACCORDANCE WITH
FOOT TOWARD OUTLET. ; r STANDARD MD 383.91 AND MD 383.92 OR AS
'| F DIRECTED BY THE ENGINEER.
[TTTTTITINNILIETT,
_J'_. 2 e i, o' @ A_e._ 9 _al By
' ©
5'-1074"
SECTION B-B

SPECIFICATION | CATEGORY CODE ITEMS
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